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(4) The alternative opacity limit es-
tablished in paragraph (i)(3) of this sec-
tion shall not be greater than 20 per-
cent opacity. 

§ 63.846 Emission averaging. 
(a) General. The owner or operator of 

an existing potline or anode bake fur-
nace in a State that does not choose to 
exclude emission averaging in the ap-
proved operating permit program may 
demonstrate compliance by emission 
averaging according to the procedures 
in this section. 

(b) Potlines. The owner or operator 
may average TF emissions from 
potlines and demonstrate compliance 
with the limits in Table 1 of this sub-
part using the procedures in para-
graphs (b)(1) and (b)(2) of this section. 
The owner or operator also may aver-
age POM emissions from potlines and 
demonstrate compliance with the lim-
its in Table 2 of this subpart using the 
procedures in paragraphs (b)(1) and 
(b)(3) of this section. 

(1) Monthly average emissions of TF 
and/or quarterly average emissions of 
POM shall not exceed the applicable 
emission limit in Table 1 of this sub-
part (for TF emissions) and/or Table 2 
of this subpart (for POM emissions). 
The emission rate shall be calculated 
based on the total emissions from all 
potlines over the period divided by the 
quantity of aluminum produced during 
the period, from all potlines com-
prising the averaging group. 

(2) To determine compliance with the 
applicable emission limit in Table 1 of 
this subpart for TF emissions, the 
owner or operator shall determine the 
monthly average emissions (in lb/ton) 
from each potline from at least three 
runs per potline each month for TF 
secondary emissions using the proce-
dures and methods in §§ 63.847 and 
63.849. The owner or operator shall 
combine the results of secondary TF 
monthly average emissions with the 
TF results for the primary control sys-
tem and divide total emissions by total 
aluminum production. 

(3) To determine compliance with the 
applicable emission limit in Table 2 of 
this subpart for POM emissions, the 
owner or operator shall determine the 
quarterly average emissions (in lb/ton) 
from each potline from at least one run 

each month for POM emissions using 
the procedures and methods in §§ 63.847 
and 63.849. The owner or operator shall 
combine the results of secondary POM 
quarterly average emissions with the 
POM results for the primary control 
system and divide total emissions by 
total aluminum production. 

(c) Anode bake furnaces. The owner or 
operator may average TF emissions 
from anode bake furnaces and dem-
onstrate compliance with the limits in 
Table 3 of this subpart using the proce-
dures in paragraphs (c)(1) and (c)(2) of 
this section. The owner or operator 
also may average POM emissions from 
anode bake furnaces and demonstrate 
compliance with the limits in Table 3 
of this subpart using the procedures in 
paragraphs (c)(1) and (c)(2) of this sec-
tion. 

(1) Annual emissions of TF and/or 
POM from a given number of anode 
bake furnaces making up each aver-
aging group shall not exceed the appli-
cable emission limit in Table 3 of this 
subpart in any one year; and 

(2) To determine compliance with the 
applicable emission limit in Table 3 of 
this subpart for anode bake furnaces, 
the owner or operator shall determine 
TF and/or POM emissions from the 
control device for each furnace at least 
once a year using the procedures and 
methods in §§ 63.847 and 63.849. 

(d) Implementation plan. The owner or 
operator shall develop and submit an 
implementation plan for emission aver-
aging to the applicable regulatory au-
thority for review and approval accord-
ing to the following procedures and re-
quirements: 

(1) Deadlines. The owner or operator 
must submit the implementation plan 
no later than 6 months before the date 
that the facility intends to comply 
with the emission averaging limits. 

(2) Contents. The owner or operator 
shall include the following information 
in the implementation plan or in the 
application for an operating permit for 
all emission sources to be included in 
an emissions average: 

(i) The identification of all emission 
sources (potlines or anode bake fur-
naces) in the average; 

(ii) The assigned TF or POM emission 
limit for each averaging group of 
potlines or anode bake furnaces; 
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(iii) The specific control technology 
or pollution prevention measure to be 
used for each emission source in the 
averaging group and the date of its in-
stallation or application. If the pollu-
tion prevention measure reduces or 
eliminates emissions from multiple 
sources, the owner or operator must 
identify each source; 

(iv) The test plan for the measure-
ment of TF or POM emissions in ac-
cordance with the requirements in 
§ 63.847(b); 

(v) The operating parameters to be 
monitored for each control system or 
device and a description of how the op-
erating limits will be determined; 

(vi) If the owner or operator requests 
to monitor an alternative operating pa-
rameter pursuant to § 63.848(l): 

(A) A description of the parameter(s) 
to be monitored and an explanation of 
the criteria used to select the param-
eter(s); and 

(B) A description of the methods and 
procedures that will be used to dem-
onstrate that the parameter indicates 
proper operation of the control device; 
the frequency and content of moni-
toring, reporting, and recordkeeping 
requirements; and a demonstration, to 
the satisfaction of the applicable regu-
latory authority, that the proposed 
monitoring frequency is sufficient to 
represent control device operating con-
ditions; and 

(vii) A demonstration that compli-
ance with each of the applicable emis-
sion limit(s) will be achieved under 
representative operating conditions. 

(3) Approval criteria. Upon receipt, the 
regulatory authority shall review and 
approve or disapprove the plan or per-
mit application according to the fol-
lowing criteria: 

(i) Whether the content of the plan 
includes all of the information speci-
fied in paragraph (d)(2) of this section; 
and 

(ii) Whether the plan or permit appli-
cation presents sufficient information 
to determine that compliance will be 
achieved and maintained. 

(4) Prohibitions. The applicable regu-
latory authority shall not approve an 
implementation plan or permit appli-
cation containing any of the following 
provisions: 

(i) Any averaging between emissions 
of differing pollutants or between dif-
fering sources. Emission averaging 
shall not be allowed between TF and 
POM, and emission averaging shall not 
be allowed between potlines and bake 
furnaces; 

(ii) The inclusion of any emission 
source other than an existing potline 
or existing anode bake furnace or the 
inclusion of any potline or anode bake 
plant not subject to the same operating 
permit; 

(iii) The inclusion of any potline or 
anode bake furnace while it is shut 
down; or 

(iv) The inclusion of any periods of 
startup, shutdown, or malfunction, as 
described in the startup, shutdown, and 
malfunction plan required by § 63.850(c), 
in the emission calculations. 

(5) Term. Following review, the appli-
cable regulatory authority shall ap-
prove the plan or permit application, 
request changes, or request additional 
information. Once the applicable regu-
latory authority receives any addi-
tional information requested, the ap-
plicable regulatory authority shall ap-
prove or disapprove the plan or permit 
application within 120 days. 

(i) The applicable regulatory author-
ity shall approve the plan for the term 
of the operating permit; 

(ii) To revise the plan prior to the 
end of the permit term, the owner or 
operator shall submit a request to the 
applicable regulatory authority; and 

(iii) The owner or operator may sub-
mit a request to the applicable regu-
latory authority to implement emis-
sion averaging after the applicable 
compliance date. 

(6) Operation. While operating under 
an approved implementation plan, the 
owner or operator shall monitor the 
operating parameters of each control 
system, keep records, and submit peri-
odic reports as required for each source 
subject to this subpart. 

§ 63.847 Compliance provisions. 
(a) Compliance dates. The owner or op-

erator of a primary aluminum plant 
shall demonstrate initial compliance 
with the requirements of this subpart 
by: 

(1) October 7, 1999, for an owner or op-
erator of an existing plant or source; 
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